Electronic Production Tool, Inc.


Pace Handpiece Maintenance

The following is the recommended maintenance for your soldering and desoldering handpieces.

1. Do not run the temperature any higher than needed to complete the task. (you will decrease the chance of damage to your work and your tips will last longer) remember most electronic solders melt @ 362’ f
· Start with temperature of 650’ and attempt to solder or desolder the joint , if unsuccessful increase by 25’ at a time until task is satisfactorily completed. If set temperature exceeds 750’ additional preheating with a hot plate or heat gun should be applied.

2. Remove tips and clean heater with proper brushes every shift.
· Remove solder tip

· Run 3/16” brush through heater barrel.

· Re-install tip and re-tin with fresh solder. If tip will not wet with solder try cleaning oxides with tip tinner
. 

· If necessary replace tip with new one.

3. Clean Desolder handles completely every shift.
· Solder xtractor: with tip end up and collection chamber
 in place remove tip.

· Run brush
 through heater barrel pushing residues into collection

chamber. Always keep collection chamber in place until heater is clear.

· After removing brush press the button to activate the vacuum pump and clear any remaining residue.

· With the tip end up remove the glass tube and clean with proper brush
. Inspect the seals
 for cracks and wear.

· Replace the felt filter
 as marked on the tube and place the s-baffle
 ½” from the front of tube.

· Replace the collection chamber. If using glass tube on SX70 handle first twist onto rear seal
 ( this will prevent tube from sticking on front seal)

· Replace the tip, clean on wet sponge
 and re-tin with fresh solder before placing in the holder.

· Inspect the visifilter
 for proper flow-in orientation and check filter media
 for crusted flux residue (if hardened or dark in color  change). If tip will not wet with solder try cleaning oxides with tip tinner. 

By following these procedures you should be able to maintain your machines original performance and complete your rework without causing damage to your PCB or your equipment..

� Tip-T  lead free tip tinner


� 1265-0009 glass tube


  1265-0010  silicone tube


  1265-0054  cardboard chamber SX80


� 1127-0006 1/8” dia. heater brush


   1127-0014  3/16” dia heater brush


� 1127-0002  bristle brush for glass tube


� 1213-0033 front seal SX70


   1213-0086  front seal SX80


� 1309-0018-P50  felt filter pkg50


� 4010-0033  s-baffle 


� 1213-0001 rear seal SX70


� 4021-0008-P3 sponge


� 1309-0028  visifilter assy


� 1309-0027-P50  visifilter element pkg 50
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